ABAY RED OXIDE PRIMER

**Product Description:** Abay Red Oxide Primer is a metal primer offering good protection from corrosion to iron and steel and surfaces in milder conditions.

**Finish:** Matt

**Application:** By Brush or Spray

**Thinning:** If thinning is required use White Spirit. Stir well before mixing

**Drying Time:** Dust free 2-4 hours

**Overcoat able 24 hours**

**Cleaning:** Clean equipment with White Spirit

**Colour Range:** Red Oxide

**Spread Rate:** 11-14 sq.mts. Per liter. May vary depending on surface porosity

**Pack Sizes:** 1 liter & 4 liters

**SPECIFICATIONS:**

**New Iron and Steel Surfaces:** Surface must be clean, dry and free from grease, rust or mild scale. Apply one coat of Abay Red Oxide Primer. Allow 24 hours to dry.

**Previously Painted Surface:** Remove and clean all old flaking paint from the surface and clean the surface with White Spirit. Apply one coat of Abay Red Oxide Primer before applying finish coat.

Jelaram Pvt. Ltd. Co.,
Gofa Gabriel, Opp. Gaky Honda Car Showroom,
P.O. Box 1027, Addis Ababa Ethiopia (East Africa)
Tel: +251114672867 / 4671240 • Fax: +251114672478
Email: abaypaints@gmail.com, jelaramplc@gmail.com
ABAY GREY OXIDE PRIMER

Product Description: Abay Grey Oxide Primer is a metal primer offering good protection from corrosion to iron and steel and surfaces in milder conditions.

Finish: Matt

Application: By Brush or Spray

Thinning: If thinning is required use White Spirit. Stir well before mixing

Drying Time: Dust free 2-4 hours
Overcoat able 24 hours

Cleaning: Clean equipment with White Spirit

Color Range: Grey Oxide

Spread Rate: 11-14 sq.m/ liter. May vary depending on surface porosity

Pack Sizes: 1liter & 4liters

SPECIFICATIONS:

New Iron and Steel Surfaces: Surface must be clean, dry and free from grease, rust or mild scale. Apply one coat of Abay grey Oxide Primer. Allow 24 hours to dry.

Previously Painted Surface: Remove and clean all old flaking paint from the surface and clean the surface with white Spirit. Apply one coat of Abay grey oxide primer before applying finish coat.